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One Stop Laboratory Solutions
Are you looking to reduce the annual expenses associated with external testing? Would you like to enhance your 
control and increase volume of sample analysis? Are you short on time/expertise to dedicate to a laboratory set 
up? Do you want to strengthen your quality control procedures? Do your staff need additional training?

If the answer is YES to any of these questions, let Biorex Food Diagnostics take the stress out of setting up your 
own in house testing laboratory tailored to your requirements

Why choose BFD?
•	 We simplify your purchasing process by providing kits and equipment through a unified source
•	 Our kits provide rapid time to results (typically 10-45minutes)
•	 Our expertise enables us to supply equipment with precise specifications tailored for use with test kits
•	 Our bundled package of kits and equipment delivers outstanding value for your investment
•	 Our comprehensive package allows you to highlight the exceptional quality of your food products, a crucial 

aspect for your clients.
•	 We can provide support and training throughout the set up process
•	 Our package for establishing a laboratory encompasses a diverse array of food sectors, such as honey, 

seafood, meat, dairy, feed, grains, nuts, coffee, and eggs.

Key Processing Stages Benefitting from 
Onsite Laboratory Presence

Raw Material Sourcing
Test raw ingredients from new and approved sources.

Receiving and Inspection
Check the quality and safety of all incoming raw materials.

Processing
Ensure that any cooking, heating, or blending processes leading to the desired 
form do not compromise the quality and integrity of the product.

Labelling
Enhance confidence in promoting your product as “free from” 
undesirable elements.

Quality Control
Conduct inspections and tests at various stages to guarantee adherence to 
quality and safety standards, essential for audit purposes.

Storage
Scrutinise storage conditions to confirm that they have not adversely affected 
the quality of finished products.

Distribution
Evaluate the impact of transporting products to distribution centres, retailers, 
or directly to consumers on product quality.

Consumer Purchase
Distinguish your product from competitors by showcasing an extensive 
in-house testing program, instilling confidence in consumer choices.2



•	 -20 to +40oc with Refrigeration.
•	 Up to 22,789 for 50 ml tubes. 
•	 Up to 16,504 for 94 ml tubes.
•	 Up to 24,400 for reaction tubes. 
•	 High capacity and smooth quire running.

ELISA Curve Fit Software
  Cat No. : BXEFB53A

FlowSense Test Reader
  Cat No. : BIOXBFD60

Microscan Mini (inc. Software)

  Cat No. : BIOXMRS2

•	 Measuring wavelenghts of 405NM, 450NM, 492NM & 630NM.
•	 Absorbance of 96 wells in 12 sec.
•	 User-friendly intuitive software
•	 Automatically positions plate, blanks, reads and calculates results 

reactions
•	 Open system

PRISM Analyser
  Cat No. : BIOXBFD48

•	 Pre-programmed Honey Quantitation test protocols
•	 Glucose/Fructose; Total Sugars; HMF; Diastase; Honey colour 

analysis
•	 Simple User Interface
•	 Highly accurate and reliable
•	 5 in Colour High resolution LCD touchscreen display
•	 Accessories include thermal printer and dry incubator
•	 Supplied with 4 x Glass/2 x Quartz cuvettes and 4 cell holder
•	 Additional benefits include photometric and spectral scanning

COMING SOON•	 Compatible with BFD Flowsense Lateral Flow Devices                                                       
•	 Enhanced sensitivity
•	 Data storage and connectivity capabilities
•	 Automated reading process
•	 Reduce subjectivity (data digitally captured)
•	 Compliance with regulatory standards           

Dry Bath Incubator
  Cat No. : BIOXBFD51

Digital Display Portable Thermostatic Dry Bath Incubator With Heating 
Block for cuvette dedicated module

•	 Cost effective solution- 90% lower purchase cost in comparison to 
other branded software

•	 Easy to use plate layout
•	 Users can obtain results in seconds
•	 Delivers accurate, reliable results
•	 Simple copy/paste functionality

Centrifuge (Large Capacity)
  Cat No. : BIOXBFD4R
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Waterbath
  Cat No. : BIOXBFD1

Centrifuge (Small Capacity)
  Cat No. : BIOXBFD3R

•	 -20 to +40oc with Refrigeration.
•	 85 ml tubes up to 9,509.
•	 15 ml tubes up to 16,582.
•	 Microlitre tubes up to 21,382.
•	 Very short run-up and run-down times.

•	 Painted surfaces are powder painted with tough antibacterial 
finish with good chemical resistance

•	 Easy to use controls that wipe clean and have an anti-bacterial 
finish

•	 Immersed components are corrosion resistant
•	 Quiet running in use and providing good water temperature 

stability
•	 Indication of heating and low liquid levels
•	 Thermostatic temperature control, providing quick reliable 

selection and attainment of desired operating temperature
•	 Temperature controlled using dial with scale 5° temperature 

increments
•	 Sensitivity: ±0.2°C
•	 Uniformity: ±0.05°C
•	 Temperature range: ambient +5°C - 99°C

Vortex SA8
  Cat No. : BIOXBFD7

•	 Variable speed control between
•	 200 and 2500 rpm.
•	 Intermittent or continuous mode.
•	 Stable low pro  le body.
•	 Robust die-cast construction.

Multi-Tube Vortex
  Cat No. : BIOXBFD8

•	 Hands-free, high capacity vortexing.
•	 Up to 2500rpm, vortex in every tube.
•	 Assortment of accessories for a variety of tubes,   asks & plates.
•	 Pulsing program for interval mixing.
•	 Fits almost any tube rack.

Tube Roller (6) SRT6
  Cat No. : BIOXBFD2

•	  Rocking and rolling action for complete mixing.
•	 Six roller design with small footprint.
•	 Designed for continuous quiet operation.
•	 Can be used in cold rooms or in incubators.
•	 Can mix many sample types at one time.

Overhead Tube Rotator
  Cat No. : BIOXBFD9

•	 Large speed range.
•	 Ideal for 1.5/2.0ml microtubes, 15ml and 50ml conical culture 

tubes.
•	 Compact design
•	 High torque, zero maintenance DC motor.
•	 Suitable for use in cold rooms/incubators.
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Magnetic Stirrer
  Cat No. : BIOXBFD11

•	 Choice of top plate
•	 Robust coated aluminium.
•	 Chemically resistant ceramic
•	 Flashing “Hot” warning light.
•	 Accurate temperature control with LED.
•	 Compact space saving design.

Incubator
  Cat No. : BIOXBFD12

•	 Range: min. 5°C above ambient up to +80°C.
•	 Setting accuracy temperature 0.1°C.
•	 Single DISPLAY. Adaptive multifunctional digital PID-

microprocessor controller with high-de  nition TFT-colour display.
•	 Digital backwards counter with target time.

Sample Evaporation Package
  Cat No. : BIOXBFD5

•	 Choice of top plate
•	 Robust coated aluminium.
•	 Chemically resistant ceramic
•	 Flashing “Hot” warning light.
•	 Accurate temperature control with LED.
•	 Compact space saving design.

Rotor Plate 28 Holes 16x100
  Cat No. : BIOXBFD5-A

•	 For use with BIOXBFD8.
•	 28 Holes (16x100).
•	 Easy to clip in and use.

Fume Hood
  Cat No. : BIOXBFD13

•	 Safe to use anti-corrosive water tap.
•	 Microprocessor control system, LED display.
•	 Memory function in case of power-failure.
•	 Toughened glass maximising light and visibility.
•	 Made of porcelain white PP, resistant to strong acid, alkali and 

anti-corrosion.

pH Meter
  Cat No. : BIOXBFD10

•	 Simultaneous readout of pH and temp.
•	 pH resolution to 3 decimal places.
•	 1, 2 or 3 point calibration.
•	 Automatic or manual bu  er selection.
•	 Storage of up to 32 results.
•	 RS232 connection to printer or PC.
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Pipette 0.5-10μL / 10-100μL / 100-1000 μL
  Cat No. : BIOXBFD55 / BIOXBFD54 / BIOXBFD16

•	 Mechanical pipettes, adjustable volume.
•	 Easy to use, comforable operation.
•	  Large numbers in volume display.
•	 Inexpensive.
•	 Dimensions: 280 × 85 × 45 mm.

Multichannel pipette 8 channel 30-300ul
   Cat No. : BIOXBFD17

•	 Volume 30 – 300 μL.
•	 8 Channels.
•	 Mechanical pipettes, adjustable volume.
•	 Large numbers in volume display.
•	 Dimensions: 280 × 120 × 45 mm.

Repetitive Stepper Pipette
  Cat No. : BIOXBFD20

•	 Optimally positioned dispensing lever for easy thumb movement
•	 Ergonomic eject button for contact-free, safe ejection of 

contaminated dispenser tips
•	 Convenient integrated volume table provides a quick reference for 

dispensed volumes
•	 Open design allows use of third party tips

Pipette Filler
  Cat No. : BIOXBFD21

•	 Volume range: 0.1ml-200ml
•	 Operating and charging temperature: 10°C ~ 35°C
•	 Pipetting speed:50ml in less than 10seconds
•	 Weight:190g
•	 Battery Life: approx.twelve hours of continuous pipetting
•	 Power Source:Lithium battery 2.4V / 700 mAh

Balance (Precision)
  Cat No. : BIOXBFD42

•	 Standard RS-232 connectivity for easy data transfer
•	 Stainless steel platform
•	 Two adjustable feet that allow user to level the balance
•	 Up-front level indicator - no need to look in back of balance during 

leveling process
•	 Smart design and durable construction - small footprint which 

saves on benchtop space while providing a large weighing surface
•	 Large, bright backlit display allows for easy viewing of results
•	 Four mechanical keys enable easy operation of basic application 

modes
•	 Weighing modes include weighing, parts counting and percent 

weighing
•	 Includes AC adapter
•	 Certifications: FCC, CE
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Product Description Cat.No

10ml Pipette Tips BIOXBFD19

Test Tube Rack (6x12) BIOXBFD22

Sterilin/Falcon Tube Rack (3x8) BIOXBFD23

Microcentrifuge Racks 80 Well (Pack of 5) BIOXBFD24

Wash Bottles 500ml (5 Pack) BIOXBFD25

Lint Free Tissue BIOXBFD26

30ml Sterilin Tubes (450 Box) BIOXBFD27

1ml Eppendorf Tubes (500 Tube Bag) BIOXBFD28

10ml Plastic Disposable Pipette (500 Box) BIOXBFD29

Blue Pipette Tips (5000 Box) BIOXBFD30

Yellow Pipette (10,000 Box)) BIOXBFD31

5ml Amber Vials (1000) BIOXBFD32

10ml Amber Vials (1000) BIOXBFD33

20ml Amber Vials (1000) BIOXBFD34

Adhesive Microtitre Plate Sealers (1000) BIOXBFD35

33mm Ezee Syringe Filter, 0.22μm, PES, Sterile (Box of 50) BIOXBFD36

Timer BIOXBFD37

Glass Pipettes 5ml (Pack of 5) BIOXBFD38

Glass Pipettes 10ml (Pack of 5) BIOXBFD39

Reagent Reservoir, ‘V‘ Shaped, Autoclavable (Pack of 5) BIOXBFD40

Glass Test Tubes 16 x 100mm (1000) BIOXBFD41

Cuvettes (PRISM) BIOXBFD45

Sqaure Quartz Cuvettes (10mm) - x2/Box BIOXBFD50

PRISM Thermal Printer BIOXBFD49

•	 Versatile, portable balances with features designed for ease-of-use 
and resilience whether working within the laboratory or in the 
field.

•	 Battery or mains operation
•	 Touch-free sensors on either side of the keypad control zero, print 

function, or tare operations and can be set up to control up to 36 
combinations of operations

•	 Full range tare
•	 Capacities up to 6200g
•	 User selectable units: g, kg, lb, oz, ozt, lb:oz, gn, N, ct, dwt, tl, tc, tla
•	 Large, backlit LCD readout provides excellent visibility in any 

lighting conditions
•	 One second stabilisation time
•	 Mechanical overload protection allows balance to withstand 

loads up to 400% of rated  capacity and an integral transport lock 
protects the weighing cell from damage during transportation

•	 External calibration using accessory weight
•	 Illuminated levelling bubble
•	 Auto shut-off prolongs battery life
•	 Impact resistant plastic case with stainless steel pan

Balance
  Cat No. : BIOXBFD43
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